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NORDEX NEXT COMBI

Description
combi heater

The Nordex NEXT combi allows you to decide
whether you prefer a Finnish or a steam sauna.

Innovative technology:

m Sauna heater output 6 kW to 9 kW

m Evaporator output: 2 kW

m Stainless steel outer casing, aluminium-zinc inner

casing

m Integrated water shortage system
m Rust and scale-free heating rods
m Quick and easy assembly
|

Heating element for the evaporator is under the tank
and does not come into contact with water

Optional accessories: Drip tray

sentiotec

Details

Item number 1-027-988 1-028-785 1-028-152
NRC-60NS-N NRC-80NS-N NRC-90NS-N

Colour Stainless steel Stainless steel Stainless steel

Power rating [kW] 6 8 9

Cabin volume [m3] 5-9 7-13 8-14

Integrated evaporator

[KW] ! ¢ 2

[Dn'qn;ins'ons (WxDxH) 410x365x580 410x365x580 410 x 365 x 580

Weight [kg] 15 15 15

Stone weight [kg] approx. 22 approx. 22 approx. 22

Fuse [A] 3x 10 3x 16 3x 16

sentiotec GmbH
Wartenburger StraRe 31
A-4840 Vocklabruck

office T +43 7672 22 900 - 10 | info@harvia.com
support T +43 7672 22 900 - 50 | support@harvia.com
www.sentiotec.com
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Measurements
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sentiotec GmbH office T +43 7672 22 900 - 10 | info@harvia.com
Wartenburger StraRe 31 support T +43 7672 22 900 - 50 | support@harvia.com
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Wiring diagrams
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Beschreibung

Kombiofen
Mit dem Nordex NEXT combi bleibt es |hnen Uberlassen,
ob Sie eine finnische oder Dampfsauna genielen.

Innovative Technik:

m Saunaofen Leistung 6 kW bis 9 kW
m Verdampferleistung: 2 kW
m AuBenmantel Edelstahl, Innenmantel Aluzink
m Integriertes Wassermangelsystem
m Rost- und verzunderungsfreie Heizstabe
m Einfache und schnelle Montage
m Heizelement flr den Verdampfer liegt unterhalb des

Tankes und kommt nicht mit Wasser in Berthrung
m Optionales Zubehor: Wasserauffangschale
Details
Artikelnummer 1-027-988 1-028-785 1-028-152

NRC-60NS-N NRC-80NS-N NRC-90NS-N

Farbe Edelstahl Edelstahl Edelstahl
Leistung [kW] 6 8 9
Kabinenvolumen [m?3] 5-9 7-13 8-14
Verdampfer integriert [KW] 1 2 2
?n:’ﬁss“”ge” (BXTXH) 410x365x580 410x365x580 410 x 365 x 580
Masse [kg] 15 15 15
Steinmenge [kg] ca. 22 ca. 22 ca. 22
Versorgu ng 4OOV 3N~ 4OOV 3N~ 4OOV 3N~
Absicherung [A] 3x 10 3x 16 3x 16

sentiotec GmbH
Wartenburger StraRe 31
A-4840 Vocklabruck

Innendienst T +43 7672 22 900 - 10 | info@harvia.com
T +43 7672 22 900 - 50 | support@harvia.com
www.sentiotec.com
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Sicherheitsabstande

20

‘ [Ee] [
1900

i

IFT 1200
i
b AL

150

(NRC-60NS-N / NRC-80ONS-N / NRC-90NS-N)
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Verdrahtungsschemen
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