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SCANDIA NEXT

Description

SAWOTEC sauna heater

The Scandia NEXT is suitable for small to
medium-sized sauna and stands out thanks
to its large container for stones.

Innovative technology:
m Sauna heater capacity:
4.5 kW, 6 kW, 8 kW and 9 kW
m Available with an external or integrated control unit
Flexible control unit installation
(right or left — NB model)
Cover frame and heat shield made of stainless steel
Brushed stainless steel outer casing
Inner casing and rock grate made of aluzinc
Rust and scale-free heating rods
Also available as a single-phase heater
Optional accessories: Drip tray

No preset time for models with built-in control unit.

Details
without control unit:
Item number 1-028-722 1-028-720 1-028-093 1-028-291
SCA-45NS-N SCA-60NS-N SCA-80NS-N SCA-90NS-N
Colour Stainless steel Stainless steel Stainless steel Stainless steel
Power rating [kW] 4.5 6 8 9
Cabin volume [m?3] 3-6 5-9 7-13 8-14
Integrated evaporator "o o o o
[KW]
[Dn'qr;ins'ons (WxDxH) 410x290 x 455 410x290 x 455 410x290x 525 410 x 290 x 525
Weight kgl 9 9 10 10
Stone weight [kg] approx. 22 approx. 22 approx. 23 approx. 23
400V 3N~ 400V 3N~ 400V 3N~ 400V 3N~
Supply voltage 230V 3~ 230V 3~ 230V 3~ 230V 3~
230V 1N~ 230V 1IN~ 230V 1IN~ 230V 1IN~
3x 10 3x 10 3x 16 3x 16
Fuse [A] 3x 16 3x 16 3x 25 3x 25
1x 20 1x 32 1x 40 1x 40
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Details

with control unit:

Item number 1-028-703 1-028-753 1-028-933 1-028-923
SCA-45NB-N SCA-60NB-N SCA-80NB-N SCA-90NB-N

Colour Stainless steel Stainless steel Stainless steel Stainless steel

Power rating [kW] 4.5 6 8 9

Cabin volume [m3] 3-6 5-9 7-13 8-14

Integrated evaporator 0o . 0o 0o

[kW]

DI B2, 515x 290 x 455 515x290x455 515x290x525 515 x 290 x 525

[mm]
Weight [kg] 9 9 11 11
Stone weight [kg] approx. 22 approx. 22 approx. 23 approx. 23
400V 3N~ 400V 3N~ 400V 3N~ 400V 3N~
Supply voltage 230V 3~ 230V 3~ 230V 3~ 230V 3~
230V 1IN~ 230V 1N~ 230V 1IN~ 230V 1N~
3x 10 3x 10 3x 16 3x 16
Fuse [A] 3x 16 3x 16 3x 25 3x25
1x 20 1x 32 1x 40 1x 40
sentiotec GmbH Innendienst T +43 7672 22 900 - 10 | info@harvia.com
Wartenburger StraRe 31 Support T +43 7672 22 900 - 50 | support@harvia.com
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Measurements

—n Wall Mourting Rack Instalblion
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(SCA-45NS-N / SCA-60NS-N / SCA-80NS-N / SCA-90NS-N / SCA-45NB-N /
SCA-60NB-N / SCA-80NB-N / SCA-90NB-N)

Art.-Nr. A B C D

SCA-45NS-N 60 50 135 155
SCA-60NS-N 60 50 135 155
SCA-80NS-N 60 50 135 235
SCA-90NS-N 60 50 135 235
SCA-45NB-N 100 100 185 155
SCA-60NB-N 100 100 185 155
SCA-80NB-N 100 100 185 235
SCA-90NB-N 100 100 185 235
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Wiring diagrams

3 PHASE / 1 PHASE SCA-45NS

SCAGONB = SCA-90NB SCA-90NS
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Control of Electric Heating
|_ in the Household

(usage is optional)
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Beschreibung

SAWOTEC Saunaofen

Der Scandia NEXT eignet sich fir kleine bis
mittelgroBe Saunakabinen und (berzeugt
mit seinem groBem Steinbehdlter.

Innovative Technik:

m Saunaofen Leistung: 4,5 kW, 6 kW, 8 kW und 9 kW
m Erhaltlich mit externer oder integrierter Steuerung
m Flexible Anbringung der Steuerung (rechts oder
links — NB-Modelle)

Abdeckrahmen und Hitzeschild aus Edelstahl
AuRenmantel Edelstahl geburstet

Innenmantel und Steinrost aus Aluzink

Rost- und verzunderungsfreie Heizstabe

Ist auch als Monophasenofen erhaltlich

Optionales Zubehor: Wasserauffangschale

Keine Vorwahlzeit bei Modellen mit integrierter Steuerung.

Details
mit externer Steuerung:
Artikelnummer 1-028-722 1-028-720 1-028-093 1-028-291
SCA-45NS-N SCA-60NS-N SCA-80ONS-N SCA-90NS-N
Farbe Edelstahl Edelstahl Edelstahl Edelstahl
Leistung [kW] 4.5 6 8 9
Kabinenvolumen [m3] 3-6 5-9 7-13 8-14
Verdampfer integriert [KW] nein nein nein nein
ﬁ:ﬁsw”ge” BXTXH) 10x200x455 410x290x455 410x290x525 410 x 290 x 525
Masse [kgl 9 9 10 10
Steinmenge [kg] ca. 22 ca. 22 ca.23 ca. 23
400V 3N~ 400V 3N~ 400V 3N~ 400V 3N~
Versorgung 230V 3~ 230V 3~ 230V 3~ 230V 3~
230V 1N~ 230V 1IN~ 230V 1IN~ 230V 1IN~
3x 10 3x 10 3x 16 3x 16
Absicherung [A] 3x 16 3x 16 3x 25 3x 25
1x 20 1x 32 1x 40 1x 40
sentiotec GmbH Innendienst T +43 7672 22 900 - 10 | info@harvia.com
Wartenburger StraRe 31 Support T +43 7672 22 900 - 50 | support@harvia.com
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Details

mit integrierter Steuerung:

Artikelnummer 1-028-703 1-028-753 1-028-933 1-028-923
SCA-45NB-N SCA-60NB-N SCA-80NB-N SCA-90NB-N
Farbe Edelstahl Edelstahl Edelstahl Edelstahl
Leistung [kW] 4,5 6 8 9
Kabinenvolumen [m?3] 3-6 5-9 7-13 8-14
Verdampfer integriert [KW] nein nein nein nein

Abmessungen (BXTXH) o1 5 L 590 %4556 515x290x455 515290 x 525 515 x 290 x 525

[mm]
Masse [kg] 9 9 11 11
Steinmenge [kg] ca. 22 ca. 22 ca.23 ca.23
400V 3N~ 400V 3N~ 400V 3N~ 400V 3N~
Versorgung 230V 3~ 230V 3~ 230V 3~ 230V 3~
230V 1IN~ 230V 1N~ 230V 1IN~ 230V 1N~
3x 10 3x 10 3x 16 3x 16
Absicherung [Al 3x 16 3x 16 3x 25 3x 25
1x 20 1x 32 1x 40 1x 40
sentiotec GmbH Innendienst T +43 7672 22 900 - 10 | info@harvia.com
Wartenburger StraRe 31 Support T +43 7672 22 900 - 50 | support@harvia.com
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Sicherheitsabstande

—n Wall Mourting Rack Instalblion
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(SCA-45NS-N / SCA-60NS-N / SCA-80NS-N / SCA-90NS-N / SCA-45NB-N /
SCA-60NB-N / SCA-80NB-N / SCA-90NB-N)

Art.-Nr. A B c D
SCA-45NS-N 60 50 135 155
SCA-60NS-N 60 50 135 155
SCA-80NS-N 60 50 135 235
SCA-90NS-N 60 50 135 235
SCA-45NB-N 100 100 185 155
SCA-60NB-N 100 100 185 155
SCA-80NB-N 100 100 185 235
SCA-90NB-N 100 100 185 235
tanburger Strage 31 e s 7255 300 50 1 Suoport@harvm.com
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Verdrahtungsschemen

3 PHASE / 1 PHASE SCA-45NS
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