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WALL TOWER HEATER

Description

SAWOTEC wall model
The sauna heater is also available
as a space-saving wall model.
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Innovative technology:
m Sauna heater capacity: 9 kW

kLl stk

m Only available with an external control unit t

m Space-saving through wall mounting Ll

m Even heat distribution L%

m By controlled addition of water in the lower or upper area :i:_
of the heater, the steam burst can be mild or strong 5

m Screw-on feet for perfect alignment P

m Easy loading with stones by opening of the centre stone basket

m Air duct installed on the inside

Stones must be ordered separately.

The large volume of stones allows for perfect infusion,
but whilst also extending the warm-up time.

Details Accessoires

Stainless steel

Item number 1-028-248
TH5-90NS-WL
Colour Stainless steel
Power rating [kW1] 9 = e
i 3 _ TH-COLLAR-ST2-WL TH-GUARD-W4-WL
Cabin volume [m3] 8-14 TH-COLLAR-STAWL
Integrated evaporator nein
[kW]
Dimensions (WxDxH) 465 x 250 x 1400
[mm]
Weight [kg] 16
Stone weight [kg] ca. 110
380 - 415V 3N~
Supply voltage 220 - 240V 3~
220 - 240V 1IN~
3x 20
Fuse [A] 3x 32
1x 40
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Measurements
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Wiring diagrams

TH5-90NS-WL 9,0 kW

220-240V 1N~ 220-240V 3w~ .
50/60sz W 50/60Hz 23,”6'3&.2" 3N
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Beschreibung

SAWOTEC Wandmodell
Der Sdulenofen ist auch als platzsparendes
Wandmodell erhatltlich.

Innovative Technik:
Saunaofen Leistung: 9 kW
Nur mit externer Steuerung erhaltlich
Platzsparend durch Wandmontage
GleichmaBige Abstrahlung der Warme
Durch gezielte Wasserzugabe im unteren oder oberen Be-
reich
des Ofens lasst sich der Dampfsto mild oder kraftig ausfuh-
ren
m Schraubflife zur perfekten Ausrichtung
m Einfaches Beladen mit Steinen durch Offnen des
mittleren Steinkorbes
m Innenliegender Luftkanal verbaut

f.-'?]’_/‘rf.f’(”‘j’_[ J’. .. o}
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Steine mussen separat bestellt werden.

Die groRe Steinmenge ermaglicht einen perfekten Aufguss,
verlangert jedoch die Aufheizzeit.

Details Zubehor

Edelstahl

Art.-Nr. 1-028-248
TH5-90NS-WL
Farbe Edelstahl
Leistung [kW] 9 = e
Kabinenvolumen [m?] 8-14 TH-COLLAR-ST2-WL TH-GUARD-W4-WL

TH-COLLAR-ST4-WL
Verdampfer integriert [kW] nein

Abmessungen (BxTxH) 465 x 250 x 1400

[mm]
Masse [kg] 16
Steinmenge [kgl ca. 110
380 - 415V 3N~
Versorgung 220 - 240V 3~
220 - 240V 1IN~
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Sicherheitsabstande
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Verdrahtungsschemen

TH5-90NS-WL 9,0 kW

220-240V 1N~ 220-240V 3~ ~

50/60Hz 50/60Hz St
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